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(57) Abstract: The invention relates to a fil- 
ter bag (1) for a vacuum cleaner, compris- 
ing a tubular bag with a closed free end area 
(13), an opposing area (2) that is at least par- 
tially closed, and with a retaining plate. Said 
bag (1) is made from a bag material having at 
least one nonwoven layer. The area (2) that 
is at least partially closed whereby forming 
a bottom (9) is folded while forming, in ar- 
eas, plies of the bag material lying one atop 
the other and is at least partially closed by a 
weld seam (6) extending in a centered man- 
ner in the bottom (9), whereby the plies of 
the bag material lying atop one another are 
at least partially joined to one another. 

(57) Zusammenfassung: Die vorliegende 
Erfindung betrifft Filterbeutel (1) fur 
einen Staubsauger umfassend einen 
schlauchartigen Beutel mit einem 
verschlossenen freien Endbereich (13) und 
einem gegeniiberliegenden mindestens 
teilweise verschlossenen Bereich (2), sowie 
einer Halteplatte, wobei der Beutel (1) 
aus einem mindestens eine Vliesschicht 
aufweisenden Beutel material gebildet 
ist und dass der mindestens teilweise 
verschlossene Bereich (2) einen Boden (9) 
bildend, unter bereichsweiser Ausbildung 
in ubereinander liegenden Lagen des 
Beutelmaterials, gefaltet und durch eine 
mittig im Boden (9) gefuhrte Schweissnaht 
(6) mindestens teilweise verschlossen 
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